	MRRDA 400

General Rules:

The bike must be manufactured pre 2000

No modification main frame 

Standard Wheel front and rear, no lightweight rims

No Fuel Injection or Turbo charging

No fuel additives beyond 100 RON

No removal of starter system

Engine bore and stroke within capacity limits – refer GCR 12.4.5 2008

Minimum weight of 150kg with tank removed

Allowable stock class items carry over to Super mod,  

Formula Specific Rules:

Any modification not stated as allowable is deemed as not allowed.

	
	Stock 400 Class
	Pro 400 Class

	
	Allowable Modifications
	Allowable Modifications

	Engine

Tyers

Chain
	Slicks, road, or wets  

Replacement from 525 to 520

Chain guards and plastics removal
	Flowed head

Balanced Engine

Balanced or lightened crank

Adjustable Cam Shafts, 

Modified Clutch Assembly

	Carburettors
	Rejetted Standard CV’s

Air box optional for v 4’s only

After market air filter or filter removed
	Velocity Stacks   jet kits 

Flat Slide carbs

Ram Air System

	Exhaust
	Aftermarket Exhaust system
	

	Electrical
	Lap Timer

Rev Delimiter 

Removal of Speedo

Aftermarket temp gage and taco
	Modified Wiring Loom

Lightened Charge System 

Modified or aftermarket CDI

Aftermarket Ignition Coil

	Frame
	Steering Damper, any brand

Rework or replacement of sub frame 

Turning Stops

Footrests, Handlebars, after market hand grips, levers & clips.

Rear stand locators on swing arm

Crash Protectors – Ozy Knobs
	Modified Cooling System

	Suspension
	Ride height adjuster

Standard Forks and Shock external

Replacement of springs, re gassed and re valved, remote reservoir fitted 
	Non Standard Fork Internals

Aftermarket Rear Shock

	Brakes
	Replacement of Brake reservoirs 

Any brand Brake Pads

Aftermarket Brake Lines&

Aftermarket Rotors to the same diameter
	Aftermarket Master Cylinders

	Bodywork

Wheels
	Aftermarket fairings and screen

17” Rear of same make, Equivalent weight, 
	


